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SECOND HAND SIPA PPS 96 CAVITY PET PREFORM INJECTION MOULDING 

SYSTEM 

 

 

 

 

 

SECOND HAND PREFORM INJECTION MOULDING MACHINE 

YOM: 2007 
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PRODUCT’S RANGE: 
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SIPA PPS 96 MODEL 2007 

 

- INJECTION MACHINE (MAX CAPACITY PET: 1000 KG/H) 

- HOT RUNNER 96 CAV. 

- YOM: APRIL 2007 

- COMPLETE MOULD 96 CAV. (11,5/12,5 gr OR 29 gr) 

- 96 CORES + ALASKA LIPS 

- CONVEYOR BELT: MB CONVEYOR 
- PLASTIC SYSTEMS DR 230 HR PET RISIN DRYER 

- PLASTIC SYSTEM H7000 MATERIAL HOPPER 

- PLASTIC SYSTEM DL 2400 CUBE MOULD DEHUMIDIFIER 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

mailto:info@mectilesturkey.com


  

Cemal Gürsel Caddesi No: 400 D. 1 
35530 Karşıyaka – İzmir / TÜRKİYE 

TEL. +90 0232 368 80 41 & 51 

FAKS : +90 232 368 80 61 

E-Posta : info@mectilesturkey.com 
Web : www.mectilesturkey.com 

 

 

 

4 

1. TECHNICAL DATA 
 

1.1  Overall dimensions 
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Main machine characteristics (PPS96) 
 

 

MOULD INJECTION 
 
 Number cavity injection mold                    N°                                          6 x 16 

 

 Number of injection molds                         N°                                             1  
 

 Total number cavity                                     N°                                             96 

 
 

VARIOUS CHARACTERISTICS 
 
 Machine Dimensions (LxPxH)                     M                                    13.3x4.54x4.2 

 

 Empty weight                                                Kg                                          39000 
 

 Charging hydraulic pump oil                      dm³                                         1450 
 

 Total system weight machine                    Kg                                          40400 
 

 Standard cabin color                                   RAL                            Grey 7012 – 7001/5012 
 

 

ELECTRICAL CHARACTERISTICS 
 
 Voltage (3F+N+T)                                           V                                     400/440 (±10%) 
 

 Frequency (standard)                                   Hz                                        50/60 (±2%) 
 

 Total installed power                                   kW                                            514 
 

 Average power consumption (Note 1)     kW                                            195 
 

 Average power consumption                     kW                                            250 
with heavier format    
 

 Average power factor                                                                                   0,937 
 
 
 
 

mailto:info@mectilesturkey.com


  

Cemal Gürsel Caddesi No: 400 D. 1 
35530 Karşıyaka – İzmir / TÜRKİYE 

TEL. +90 0232 368 80 41 & 51 

FAKS : +90 232 368 80 61 

E-Posta : info@mectilesturkey.com 
Web : www.mectilesturkey.com 

 

 

 

6 

AIR HANDLING 
 
  Air pressure                                                    bar                                                10 

 

 Air consumption                                          Nm³/h                                            145 
 
 

 
REFRIGERATION MOLDS                        1200 Kg/h       900 Kg/h       700 Kg/h         500 Kg/h 
 
 Thermal power                       kW                       195                 163                 130                   98   
 

 Inlet water temperature        C°                          8                      8                     8                       8 
 

 Delta temperature input-output   C°                1.4                  1.4                  1.4                   1.4 
 

 Cooling water flow                m³/h                     120                 100                  80                    60 
 

 Inlet pressure                          bar                        4.5                  4.5                  4.5                   4.5 
 

 

COOLER REFRIGERATION 
 

 Thermal power (Note 1)        kW                       26                    26                   20                    20 
 

 Inlet water temperature        C°                          8                      8                     8                       8 
 

 Delta temperature input-output   C°                2.2                  2.2                  2.2                   2.2 
 

 Cooling water flow                m³/h                      10                    10                    8                      8 
 

 Inlet pressure                          bar                        4.5                  4.5                  4.5                   4.5 
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REFRIGERATION OLEODYNAMIC UNIT 
 

 Thermal power (Note 1)        kW                       55                    55                   55                    55 
 

 Inlet water temperature Min        C°                  8                      8                     8                       8 
 

 Inlet water temperature Max       C°                 30                    30                   30                     30 
 

 Delta temperature input-output  C°                  5                      5                     5                       5 
 

 Cooling water flow                m³/h                     9.5                   9.5                  9.5                   9.5 
 

 Inlet pressure                          bar                        4.5                  4.5                  4.5                   4.5 
 

 

COOLING DEHUMIDIFIER AIR CABIN 
 

 Thermal power (Note 2)        kW                       59                    59                   59                    59 
 

 Inlet water temperature        C°                          8                      8                     8                       8 
 

 Delta temperature input-output   C°                 5                      5                      5                      5 
 

 Cooling water flow                m³/h                     7.7                   6.4                   5.5                  3 .1 
 

 Inlet pressure                          bar                        4.5                  4.5                  4.5                   4.5 
 

 

COOLING DRYER PET 
 

 Thermal power (Note 1)        kW                       45                    37                   32                    18 
 

 Inlet water temperature Min        C°                  8                      8                     8                       8 
 

 Inlet water temperature Max       C°                 30                    30                   30                     30 
 

 Delta temperature input-output  C°                  5                      5                     5                       5 
 

 Cooling water flow                m³/h                     7.7                   6.4                  5.5                   3.1 
 

 Inlet pressure                          bar                        4.5                  4.5                  4.5                   4.5 
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NOTE 1 
The thermal power and the average power 

absorbed by the machine PPS96 
appear to be variable as a function 

of the geometric-physical characteristics 
of the bottles to be produced 

 

NOTE 2 
The thermal power absorbed by the machine PPS96  

appears to be variable in function  
of the climatic conditions in which  
the machine operates the same 

 

WARNING 
The compressed air quality required input  

must conform to DIN ISO 8573/1 standards .  
In particular it must comply with the residual oil values (class 3 ),  

residual dust (class 3 ) , dew point ( Class 5 ) 
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DL 2400 CUBE MOULD DEHUMIDIFIER 
 
 

 Press SIPA_3 
    

 Supplier Plastic Systems 

  

  

 TYPE DL 2400 CUBE 

 

   

 SERIAL  

 

 
  

 YOM  
    

 UM   

 

 
  

Power W 18.340 9.000+7.000 

 
 

  

Frequency Hz 50  

 
  

 

Voltage power supply V 400  

 
  

 

COOLING  R 407 C  

  
  

Refrigerant Gas Kg 4.5  

 
   

PRE-COOLING    

    

Cooling power 32°C U=50% Frig/h  
47.042      54,7 kW 

 
 

Cooling power 32°C U=85% Frig/h 

 
 

  

Water temperature °C 7 10-12 

 
   

Water pressure bar 3-4  
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DR 230 HR PET RESIN DRYER 
 
 

      
 

      
 

      
 

 DRYER PLASTIC SYSTEM   SIPA 3  
 

       

      
 

      
 

 HOPPER   H7000  
 

       

 PROD. KG/H (100%)   856  
 

      

     
 

 MODEL:  DR 230 HT  
 

       

    400V  
 

       

      
 

 Process air flow m3/H  1800-1350  
 

 

Static pressure process air mbar 
 

200 
  

   
 

 

Temperature range C 
 

50-190 
  

   
 

 

Dew point C - 60 

  

  
 

 Regeneration air flow m3/H  360  
 

 

Process heating kW 
 

81 
  

   
 

 

Regeneration heating kW 
 

24 
  

   
 

 

Process blower kW 12,5+18,5 
  

  
 

 

Regeneration blower kW 

 

4 

  

   
 

 Total power kW  140  
 

 Circuit breakers A  315  
 

 Cooling power kW  37  
 

 Cooling water flow l/min  170  
 

 

Cooling water temperature (min/max) C 15/34 
  

  
 

 

Cooling water pressure bar 

 

3 

  

   
 

 Compressed air flow NI/h  20  
 

 

Compressed air pressure bar 
 

6-8 
  

   
 

 

Noise level dB 
 

85 
  

   
 

 

Weight kg 

 

1.700 
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PREFORMS RANGE 

Preform 11.5 gr. Alaska 267-light 
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Preform 12.5 gr. Alaska 267-light 

 
 

Preform 29 gr. Alaska 267-Light 
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For Commercial Part Please Contact With         
 

MECTILES TURKEY 

Mr.Onur Sayginer 

onursayginer@mectilesturkey.com 

+90 555 969 71 03 

 

Mrs.Muge Aydemir 

m.aydemir@mectilesturkey.com 

+90 555 969 71 04 
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